
564591
Cordless construction screwdriver
DWC 18-2500 5,2 Li-Plus GB 240V

 

Performance features

Strengths and benefits

Precision, wear-free electronic switch-off function for accurate insertion depths and a long service life
Energy-saving function for machine start/stop without actuating the main switch
Robust, brushless EC motor for maximum efficiency and durability
Rapid change to magazine attachment without using tools
Lithium ion battery for a greater fastening capacity per battery charge

Main applications

The cordless specialist for drywalling with plasterboards, chipboards or OSB panels
Optimal torque for intensive drywalling (up to screw diameter of 5 mm)
Fastening plasterboards and wooden boards to metal and wooden substructures

Items Included

TCL 3 charger
magazine attachment
depth stop
belt clip
scaffolding holder
magnetic bit holder
2 bit PH2, long
spare battery pack lithium-ion 5.2 Ah incl. rubberised frame

Packaging

in a SYSTAINER SYS 2 T-LOC

Technical data

 Battery voltage 18 V
 Gears 1
 Idle engine speed 0-2500 min-1
 Max. torque, wood/steel 7/18 Nm
 Max. machinable screw length (magazine attachment) 55 mm
 Tool reception 1/4
 Li-Ion battery capacity 5,2 Ah
 Weight with depth stop 1,9 kg
 Weight with magazine attachment 2,1 kg


